- ~ Draw Latches
f adjustable, stainless steel

Fixing hole @ 5.2

Fixing hole & 4.1
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J052.AC004 Zinc plated steel 138to 150  36/52 18 1100 2500 110
J052.AC030 Stainless steel 138t0 150  36/52 18 1100 2500 110
— -~ Draw Latches
f adjustable with secondary lock, stainless steel
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J052

Technical Notes

Supplied with counter strike.
Draw length adjustable through
turns of threaded draw rod, giving
12mm length of adjustment.
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Order No. Finish L w H Max. Load Tension ©
N N g
JO54.AC001 Nickel plated steel 138 to 150 36/52 18 1100 2500 105
JO54.AC030 Stainless steel 138to150 36/52 18 1100 2500 105 Technical Notes
Supplied with counter strike.
Draw length adjustable through
turns of threaded draw rod, giving
12mm length of adjustment.
-~ ~ Draw Latches Sag
4 adjustable, stainless steel Wiroyd
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ax. e iod wi ;
. Max. Load ’ AN Supplied with counter strike.
Order No. Finish L w H N Tension g Draw length adjustable through
N turns of threaded draw rod, giving
J056.AC004 Zinc plated steel 88 48 25 1500 3000 160 12mm length of adjustment.
JO56.AC030 Stainless steel 88 48 25 1500 3000 160
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